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8 MAR 1965 


MEMORANDUM FOR THE RECORD 


25X1A2d1 


25X1A5a1 


SUBJECT: Project 
Diese 


REFS 


H Checkout and. Testing of 3-335 KW 
ic Sets 


dated (l 


(a) Memo from 

9 February 19&5 

(b) Memo to c/lGS/PD from c/UEB/rECD dated 

13 November 1964 

(c) Memo to C/ICS/OD from C/UEB/RECD dated 

(d) Memo from^^^^^^^^^l to Contracting 

Officer dated 27 October 1964 

(e) Memo from Contracting 

Officer December 1964 

(f ) Memo from ^^Qto Contracting Officer dated 

6 August 1964 


25X1A9a 


25X1A5a1 


25X1A5a1 

25X1A5a1 


25X1A5a1 

25X1A2d1 


1 . was a 

December J^fal^t^checkou^an^ tea^t he p ower generating and 
distribution system on Project The ^^(representative 

started this checkout and testing on 7 December 1964 and fin- 
ished on 26 February 1965 . 


25X1A5a1 


2. This off ice h as been concerned about the length of 
time taken by the |^(|representative in getting these deficiencie§5. :: .1. u .5d1 
corrected. , 


W% 


CMCQ ..... 

CKS/^ 

Jut: Utv 

f 


3 . ^^^^Hvas interviewed in the office of at 
Alexandr i s^r^^March and the following inferences an^conclu- 
sions are presented: 

a. services requested pre- 

maturely. The units were not ready for test and 
checkout when he started to work on 7 December 1964. 


25X1A5a1 

25X1A5a1 


25X1A5a1 


25X1C4a 


c A 

r , 


b. The ^^■installation team consisted of un- 
trained personnel and appear to have been poorly 
supervised. 






Jpvw /< * &■ 


to £& -&JL, AlA-' 


25X1A5=i1 


rcc O 

PRIG COMP 
OBiC CLASS 
JUST ...<A?c 


jrfiV&l Ft 
KEXT REV : 


Si i-&A. V""' 

[ 2 -Tt IEXEl xf 

„ TYPE Of 

Cl 
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3oE3B£ffl»«c 
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declassltlcatioi* 
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25X1A2g SUBJECT: Checkout and Testing of 3-335 KW 

^jjSse^Electric Sets 


25X1A9-3 


25X1A9a 


c. The electric generator sets were not properly 
installed and some wor^wa^done over. Some of 

the modified work, by^^^HJ is not in accordance 
with good installatio^pra^ice but is acceptable, 
considering the circumstances. 

d. The high-potential test of the power feeders 
was not contemplated and consumed a considerable 
amount of time. 

e. The fau lty o peration of the tachometers 
was caused by a MMmistake in installation. 

f. The malfunction of the reverse power relays 
appear to have been caused by someone in the field 
making adjustments and not understanding the function 
of these relays. 


g. does not appear to have the required 

knowledg^o^skHT that was necessary for this 
checkout and, therefore, the time period was greatly 
extended. 


25X1A5a1 


25X1A5a1 


25X1A5a1 


4 . agreed to investigate the difficulty en- 
counterec^^^^^^^^^Se power relays and to supply new relays. 

If these cannot be installed by our operator, he will make arrange- 
ments to have them installed and tested. 

5 . agreed that the^ivoice for iijl<i^wii.i«i m work25X1 A5-a1 

would be compensate for caused failures and delay§5, ;,; ,1A5-=i1 

in the testing and checking out. 

6. It appears that all deficiencies except two have been 
corrected and the power plant is in an operating C r“ JJJ - 

a. An exhaust manifold, that wa^cracked 
be installed. A new one supplied by^^B- s a 
but did not arrive in time for installation b 

b. lixe reverse power relays are to be re 
and made operational. 


onaiuxon. 


, should 
t the site 


25X1 A5-E.1 
25X1A5a1 


placed 
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300lW5003-0 


25X1A2g 


SUBJECT: 


Checkout and Testing of 3-335 KW 
^^^ra^^iH^utric Sets 


25X1A5a1 


25X1A5-E.1 


25X1A9a 


7. It is recommended that these electric sets he operated 
for at least two hours daily, under load available, until they 
are placed in service. 



eport, ref. (a) above, from the 

field- engineer who visited the 3 


25X1A5a1 


,n 


January 1955 is for your information and guidance. The units 
that he inspected and made recommendations are similar to the 
ones in our power house (l6v-7l)» Your attention is directed to 
the last paragraph of this report. "For maximum engine life, 
these sets should not be operated continuously in excess of 280 
KW output." It appears that the 335 KW rating on these engines 
is marginal and any attempt to run these engines continuously 
at 335 KW will increase the maintenance and operational failures. 


9. A review of the above referenced memos discloses that 
there is considerable confusion as to whether the engines as in- 
stalled were provided with piston rings of the latest approved 
type. The reason that this information is necessary is because 
this engine (16V-71) has been experiencing operating difficulties 
which causes excessive fire ring breakage and abnormal ring face 
wear. (See reference (a) above*). should be notified by the 

contracting officer that these deficiencies will be corrected if 
the^develnD^Iher^seems to be a difference of opinion between 

as to whether our engines are equipped with 
th^nev^jui^s^s^(See references (d) , (e), and (f) above). 


25X1A5-E.1 


10. It is requested that the Contractor be formally 25X1A5a1 

notified that he will be expected to replace the ring sets in our 
diesel sets with the latest type rings supplied by the manufacturer 
if our engines develop the type of troubles that have arisen in 
this engine on other installations. 

X1A9a 


Attachments: (Refs a-f) 



Distribution: 

Orig. - OL/RECD 

1 - OC/E w/atts. 1 - EE Div. w/atts. 

1 - OC/P w/atts. 1 - OL/RECD/Project (Official) 

1 - OL/pd/gFB/IDPS w/atts. 1 - OL/RECD/UEB/chrono w/atts. 


ol/recd/ueb 



b/3023 (8 March 1965) 
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